Product NO. RHT-660-0066
REV DESCRIPTION DWN DATE APPROVEN
A First issue Gavin 2022/03/10 | JIM.KING
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Electrical performance: i 04,5
Rated current:500A =
Rated voltage:0-600V AC &
Insulation voltage:3000VDC (1Min)
Temperature Rise:4hrs<<20°'C 225,401
Recommended hole size
Mechanical behavior:
Duribility:>2000 Cycles
M&F Holding F:>200N @4 501 \D25,4:01
Flame Retardant Grade:UL94-V0
Operating temperature:—40°C~125°C ~TOLERANCES- m 1 1l RENHOTEC GROUP
UNLESS OTHERWISE RENHOTEC
- SPECTFIED PART DESCRIPION:
4 Cover Plastic Red/bLACK 1 @ =
500A M8 socket
3 ili : :
2 g?rslket :é;lfc}iagzl gi ?c:r 1 UNLESS OTHERWISE SPECIFIED Appd: JIM. KING P/N: RHT-660-0066
1 Plug Shell PBT R d‘;Bl k 1 Mi&;s_m; :I;(L:ETERS A% Check: Date Scale | Unit | Type | Page
e ac 8 - 30m + 0.25m
NO Description Material Finish Qty 30 -120m £ 0. 30w Draw: . vin 2022.03.10 | Free | MM z 1/1
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